
Choose the Best DEXcell® Roof Board Product for Your Project

Cover Board Attachment Membrane Attachment

Product
Loose 
Lay

Hot 
Asphalt Adhesive

Mech. 
Fastener

Solvent 
Based

Water 
Based Torch

Hot 
Asphalt

Cold 
Adhesive

Low-Rise 
Foam

Mech. 
Fastener

DEXcell® Glass Mat  
1

 
2

DEXcell FA™ Glass Mat  
1 Fleece3

DEXcell® Cement Board  
1

DEXcell FA VSH™ Glass Mat  
1 Fleece3

	 Yes	 	 No

1.	 Loose lay when layers above are attached to the deck. Common in thermal barrier applications.
2.	 With MA roof covers. 4 to 5 fasteners per 4x8 are commonly used.
3.	 Application of fleece back membrane in hot asphalt is permitted.

Application
DEXcell® Glass Mat  

Roof Board
DEXcell FA™ Glass Mat 

Roof Board
DEXcell® Cement 

Roof Board
DEXcell FA VSH™ Glass 

Mat Roof Board

Single Ply – Fully Adhered

Single Ply – Mechanically Attached

Single Ply – Self Adhered

Modified Bitumen – Hot Mop

Modified Bitumen – Cold Adhesive

Modified Bitumen – Torch

Modified Bitumen – Self Adhered 

Built-Up Roof (BUR) – Hot Mop

Built-Up Roof (BUR) – Cold

Spray Polyurethane Foam

Fluid Applied

Thermal Barrier

Fire Barrier

Substrate for Vapor Barrier

Substrate for Parapet Wall

Very Severe Hail - Modified Bitumen

Very Severe Hail - Single-Ply

Vegetative “Green” Roof System

Photovoltaic Roof System

Standing-Seam Metal Roof System

Wood Shake Underlayment

	 Recommended	 	 Acceptable	 	 Not Recommended*

*Indicates product applications that may be used successfully, but may not be optimal in terms of cost or performance as compared to the recommended product.

Note: In situations where prolonged excessive membrane surface temperatures may be experienced, such as dark-colored membranes in Southern climates, roof 
surfaces that experience reflected sunlight or photovoltaic installations, DEXcell® Cement Roof Board is the preferred DEXcell® product.

Fire barrier meets FM Class 1 and UL Class A Fire ratings for roofing systems up to unlimited slope per UL 790.

Best Choice for All Applications


